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Fig 1 

Where balustrades are not required at least two short posts should be concreted to the 
ground at diagonally opposite corners of the structure in order to pin the whole sub 
frame to the ground.   
Where two deck planks need to be abutted (leave a 5mm gap for expansion) it is 
recommended that the beams be doubled up as shown in Fig 2. 

Fig 2 
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Once the main sub frame has been completed the decking boards can be screwed in 
place using either stainless steel or 1000 hour sea spray protected decking screws.   
It is recommended with recycled plastic that oversize holes are used in order to allow 
expansion and contraction of the boards, and that all holes should be pre-drilled prior 
to screwing. 

2. Elevated deck construction (Figs 2 & 3).

This is basically a post and beam construction method and is used where the deck is
to be raised above ground level or is on a sloping site.
It is recommended that you allow a slight gradient fall in the direction of the decking
grooves in order to allow free drainage of the deck surface.
Posts should be concreted into the ground to a minimum depth of 500mm, allowing a
maximum distance of 600mm between beams and 1.5m between joists (Fig 3).
The joists can then be bolted to the posts using either stainless steel or sea spray
resistant coach bolts, washers and nuts.  The beams can then be attached at 90°
above the joists (Fig 3).
It is recommended that beams be attached on both sides of the posts where it is likely
that two decking boards will be abutted end to end (Fig 2).
If the deck is to be raised above 750mm from the ground some additional cross-
bracing may be required.

Fig 3
Where balustrades are to be added the outside posts should be extended to a 
minimum height of 1120mm above the deck surface and to a maximum of 1500mm 
between posts – although this distance will be dictated by the overall size of your 
deck. 
Once the main sub frame has been constructed the decking boards can be attached in 
the same manner as for the raft construction, making sure to allow oversize holes for 
expansion and contraction.   
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Fitting beams and joists 
With raft construction the beams and joists would be joined together using joist hangers or 
angle brackets.  These should be fixed using single thread screws.  
The simplest and strongest way to affix beams and joists is to place the beams on top of 
the joists and to bolt both to posts as shown in Fig 3. They should be attached using coach 
bolts and washers, preferably made from stainless steel or 1000 hour sea spray treated.   
If balustrades are required it is important to that they are incorporated into the sub frame of 
the decking so that the decking can be fitted around the uprights.  

Fitting the decking boards 
The decking boards can be screwed to the beams using single thread stainless steel or 
1000 hour sea spray treated decking screws, using a slightly oversize hole to allow the 
boards some movement for expansion and contraction.  Where boards need to be abutted 
it is a good idea to leave a gap of about 5mm to allow for expansion, particularly when 
constructing in cooler conditions.   If balustrades are fitted the decking should be cut 
around the uprights.  To provide a neat finish a kick board can be attached to the outside 
of the uprights, to which the decking boards can be abutted. 

Fitting balustrades 
As mentioned earlier, the uprights for the balustrades should be incorporated into the sub 
frame and a kick board attached around the outside of the uprights.  The rest of the 
balustrade can be constructed after the decking boards have been attached.   

Ranch style balustrade 
These are essentially just uprights with a kick board at the base, a central horizontal rail, a 
top rail and a handrail.  The kick board, centre rail and top rail should be screwed to the 
outside of the uprights using the same type of screws used for the decking boards.  The 
handrail should then be screwed down to the top of the uprights and top rail as shown in 
Fig 4. 

 Fig 4 
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Traditional balustrade 
A balustrade can also be constructed using a series of 50mm x 50mm upright spindles.  
This can be constructed in the same way as the ranch style, but instead of fixing a centre 
rail, fix the upright spindles at approximately 150mm centres (leaving a gap of 
approximately 100mm between spindles).  See Fig 5. 

Fig 5 

General information for working with recycled plastic
Drilling 
All fixing holes should be pre-drilled with an HSS drill bit prior to screwing. A fast drilling 
speed is recommended. Counter sinking, however, is best done at slow speed.

Sawing 
Recycled plastic can be sawn using a handsaw, circular saw or chop saw (including cross-
cut mitre saws).  A medium tooth blade is best for our Plastic Wood, for example a 305mm 
60-64 tooth TCT (tungsten carbide tip) blade with negative pitch, as used for cutting 
aluminium.

For our recycled mixed plastic profiles, it will be best have a slow cutting speed, or 
failing that, to reduce the number of teeth, e.g.: a 305mm 40-48 tooth TCT blade.
Following these guidelines help you avoid material melting on the surface of your 
implement. 
If any melting occurs it can easily be removed with a sharp blade or deburring tool. 
A little WD40 on the blade will also help reduce friction heat building up. 
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